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Changes
D or W
Requirements
Responsible


D

1
Throughput (mixed flow) max. 10 l/min. at 2 bar



D

2
Max. pressure 10 bar (test pressure 15 bar as per DIN 2401)



D

3
Temp. of water: standard 60oC.  100oC (short-time)



D

4
Temperature setting independent of throughput and pressure



W

5
Permissible temperature fluctuation ( 5oC at a pressure of 1.00 ( 5 bar between hot and cold supply 



D

6
Connection: 2 x Cu pipes, 10 x 1 mm, l = 400 mm



D

7
Single-hole attachment 
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mm, (observe basis dimensions DIN EN 31 DIN EN 32 DIN 1368)



D

8
Outflow above upper edge of basin: 50 mm



D

9
To fit household basin



W

10
Convertible into wall fitting



D

11
Light operation (children)



D

12
No external energy



D

13
Hard water supply (drinking water)



D

14
Clear identification of temperature setting



D

15
Trade mark prominently displayed



D

16
No connection of the two supplies when the valve shut



W

17
No connection when water drawn off



D

18
Handle not to heat above 35oC



W

19
No burns from touching the fittings



W

20
Provide scalding protection if extra small



D

21
Obvious operation, simple and convenient handling





22
Smooth, easily cleaned contour, no sharp edges





23
Noiseless operation (( 20 dB as per DIN 52216)



W

24
Service free 10 years at about 300 000 operations



D

25
Easy maintenance and simple repairs.  Use standard spare parts



D

26
Max. manufacturing costs DM 30 (3000 units per month)



D

27
Schedules from inception of development





Conceptual design
Embodiment design
Detail Design
Prototype
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